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With File Linking, OASIS part program files can be linked together in a sequence.  
This allows for measuring with one program, and then automatically launching 
another program when the Data button is pushed.  The resulting measurement 
data from linked programs are joined together into a single data file that can be 
used with the OASIS Inspection Report or imported into SPC. 
 
Any number of part programs can be linked together, and the last program in a 
sequence can be linked back to the first to create a loop in the sequence and 
move on to the next part to be measured. 
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Step #1 ‐ Create OASIS Part Programs 
To begin, create and save OASIS part programs for the areas on the part to be inspected. 

 

Create a part program for the 
first section of the part. Here 
we have saved a program for 
one end of the part. 

 
 

 
 
Create a program for the next 
section of the part. Here we 
have flipped the part over to 
measure the opposite end, and 
saved it as the second program 
in the sequence. You can link 
as many programs as needed. 
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Step #2 ‐ Link First Program to the Next 
To begin, open the first part program 
by clicking “File, then “Open”. 

Click  to unlock the program. 

1. Click “Tools” 
 

2. Select “Link File” 
 

3. From the first program, browse 
and select the next program to be 
linked. Check “First Link File” to 
indicate that this is the first 
program in the sequence. 
 

4. Add optional message to display 
before switching to next program. 
 

5. Click OK. 

Save the program by clicking “File”, 
then “Save”. 

 
 

Step #3 ‐ Link Second Program Back to the First 
Open the second part program by 
clicking “File, then “Open”. 

Click  to unlock the program. 

1. Click “Tools” 
 

2. Select “Link File” 
 

3. From the second program, browse 
and select the first program to loop 
back to the beginning after 
measuring. 
 

4. Add optional message to display 
before switching to next program. 
 

5. Click OK. 

Save the program by clicking “File”, 
then “Save”. 
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Using the Linked Programs & Reporting 
 
Using Linked Files 

1. Orient the part in the OASIS 
for the first program. 
 

2. Open the first program in 
the linked sequence. 
 

3. With measurements on the 
screen, hit the Data button 
to save measurements. 
 

4. If there was an optional 
message added to the first 
linked file, it will display. 
 

5. The next program in the 
sequence will open itself. 
 

6. Orient the part for the 
second program, hit the 
Data button to save 
measurements. 
 

7. If there was an optional 
message added to the next 
linked file, it will display. 
 

8. If the second program links 
back to the first, the 
sequence will begin again 
for the next part 
 

9. The report will combine the 
data from the linked files. 

 
 
NOTE: File linking can join any number of part programs together in a sequence. 


